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                                                          TECHNICAL DATA SHEET                     Revision date: 29.03.2023 

 

                                               AIR CON REFRESHER  
 

 
Article number:                                      49712, 49713 
 

Colour:                                                              transparent 
 

Intended use:                                                        Preparation 
 

General characteristics:                                 Refresh the air-conditioning system of your car with 
the Chamäleon Air con refreshers in lavender and 
lemon scents.  
 

Quality & properties:  very easy to apply 

  very effective 

  subtle scent 
                        

Physical & chemical data: 
 
Base:    organic solvent with perfume 
Smell:  lavender 
             lemon 
Surfaces: air conditioning and air circulation system in vehicles. 
Minimum working temperature: 10 °C 
Maximum working temperature: 25 °C 
Vapour pressure: 4000/20 bar 
Storage stability: 10 years 
Content: 150 ml 

 
Application process: 
 
Before use, carefully read the directions on the packaging and act accordingly. 
The aerosol should have room temperature. Best processing temperature 5 to 30°C. 
Before use, shake the aerosol. 
Start the engine and let the engine idle. 
Put both chairs and the back of the chairs in front position. 
Put the air circulation system on full power in the recirculation position. 
Place the Air con refresher behind the chairs, activate the aerosol by once pressing the nozzle and close 
the door. 
After full evaporation of the Air con refresher, the engine should idle for some minutes. 
Switch off the engine and ventilate the vehicle for approximately 10 minutes. 
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This release replaces all eventually earlier issued versions. 
 
For additional information, not contained in this technical data sheet, please contact the supplier under: 
e-mail: info@chamaeleon-produktion.de 
For safety information, please refer to the corresponding safety data sheet. 


